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Amendment to the Specification 

Please amend the abstract as follows: 

ABSTRACT 

An metho d an d apparatus for attaching a proximity probe offset to an axis defining a 
metal probe case and an extension cable extending therefrom. The method and apparatus 
includes a metal interface cup securing the proximity probe therewith; and a metal probe case 
configured with a first bore extending from one side toward an axis defining a length of the 
metal probe case. The bore is configured to accept the metal interface cup while leaving a tip 
of the proximity probe exposed. A bottom surface defining the metal interface cup opposite 
the tip mates with a first surface defining a closed end of the first bore. The metal probe case 
is further configured with a second bore extending from a substantially opposite side of the 
one side . The s e cond bore extends perp end icular from a sur face defin ing the oppo site side, 
wherein only a portion of the second bore intersects the first surface of said first bore creating 
a through hole into the first bore. When t he me ta l interface c up is disp osed in the first bor e , 
the through h o l e is covered and includes a fusi o n at an interface between two e xpos ed mating 
surfac e s defining the cup and secon d bore, thus securing the cup with t he case. T h e fusion 
in cl u des a 'fusion process with or without addition of a binder material . 
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Amendment to the Title 

Please amend the title as follows: 

METHOD AND APPARATUS FOR ATTACHMENT OF A PROBE TIP 
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